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Detailed Product Description  

The WP-1800 is a compact, high output, bass reflex subwoofer system delivering extended and controlled bass response. 

The new high power 18 inch woofer is the result of the latest refinement in years of Beatiser experience in compact passive 
subwoofer design. Resulting in a fast and controlled reproduction of the bass frequency range.  
The plywood enclosure is painted with black, heavy duty, textured epoxy. The front is protected from a strong, powder coated, 
metal grille. The cabinet features two Speakon connectors in a recessed input plate, a 35 mm pole mount socket , two recessed 
side handles. 

Applications 

- Low Frequency Enhancement 
- Music Enhancement 
- Special Effects Reinforcement 
- Entertainment Systems 
- Live Music Reinforcement 
- Small to Large Club Sound Systems 
- Infill Sub Bass Enhancement  

Model: WP-1800 

System: Sub-woofer system 

Frequency response (±3dB): 40Hz~300Hz 

LF driver: DY-A181002x1 (18in) Φ100mm voice-coil 

Nominal Impedance: 8ohms 

System sensitivity (1w@1m): 99dB SPL 

Maximum SPL: 129dB  

Power handling: 500W 

Peak power: 1000W 

Nominal coverage angle (H x V): no 

Dimensions (W x D x H):540x720x720 mm/PCS 

Connectors: 2xSpeakon| connectors (NL 4) 

Enclosure material: 18mm plywood  

Finish: Textured black paint 

Grille: Black perforated steel 

Suspension system: no  

Net weight: 48Kg 

Shipping size:805x581x792mm/0.37CBM/PC 

 


